TERBERG

ENVIRONMENTAL

CONTAINER WASHING
EQUIPMENT

REAR LOADING. HOT WATER

The rear-loading container washing equipment

in hot water cleans the bins and containers
inside and outside by means of rotating heads
and fix bar with nozzles that spray water at high
pressure. The container washer is compatible
with bins ranging from 80 to 390 liters, flat cover
containers with capacities from 500 to 1200 liters

and 770 to 1300 liters containers.
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15 meter hose reel Optional

Hydrostatic transmission.
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Descaler Optional

FINISHING ! : Detergent dosage Optional
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Interior: protection with a special

epoxy-resin treatment.

Exterior: primer coat and hlgh quality OUTSIDE WASHING BARS
white polyurethane finish according to —
RAL cabin.
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For hot water equipment, incompatibility BOILER
with gas cylinders on the frame.
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Hose reel and high
‘ pressure spray gun

SOLID WASTE HOPPER

HIGH PRESSURE PUMP DJ

DISTRIBUTOR

MATERIALS VOLUMES AND DIMENSIONS
m Capacity G.M.W. A B Cc
o 304 grade stainless steel 5.500 liters 16 5.561 3.400/3.700 -
Hopper Stainless steel 6.000 liters 16 5.561 3.400/ 3.700 -
Ty I 7.000 liters 18 6.374 3.900/ 4.200 .
8.000 liters 18 6.885 3.700/ 4.100 1.350
Certifications

e Compliance with Directive 2006/42/EC on machinery safety.
e Compliance with European standard 2000/14/EC on noise emission.
e Certificate of hydraulic fluid cleanliness in accordance with ISO 4406.
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